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OPERATION
Abrasive is drawn into the gun and projected through the 
nozzle to the work surface where the brush contains the 
media and debris. Used media and debris are returned 
under vacuum and separated. The used abrasive is re-
used, therefore a hard abrasive such as Aluminum Oxide 
is recommended (Uni-ram Part Number: 27-914, 25 lb 
pail, NOT included with the unit). The used media is re-
circulated and can be re-used until it breaks down. Most 
other abrasive media can also be used including glass 
beads, metal shot, nut shells, plastic pearls etc.

UR007 BLAST VAC

Uses
•  Glass Etching: identification marks, artwork etc
•  Deep surface cleaning to remove rust, paint and 

corrosion with no heat, no surface distortion and 
no dust.

•  Grafitti removal from metal, concrete and stone
•  Cleaning of tombstones
•  Cleaning of acrylic paint which is brittle unlike 

powder paint

RECLAIMING SAND BLASTER 
REMOVES DUST AND RE-CIRCULATES MEDIA

NO NEED FOR MASK DURING USE

sales@uniram.com 
www.uniram.com

27-612 Flat 1.75"
Optional Brushes

27-611
Flat 1.25"
Standard

SPECIFICATIONS
POWER: 110-120V STANDARD (220-240V OPTIONAL) 
AIR PRESSURE AND VOL: 75-160 PSI, 8-22 CFM
HOSE LENGTH: 8.5 FT (2.5M) STANDARD, LONGER 
HOSES AVAILABLE

DIMENSIONS AND SHIPPING WEIGHT
20 X 18 X 36 INCHES (WDH), 64 LB
51 X 46 X 91 CM (WDH), 29 KG

27-650 Brush and Holder 
for thin edges

27-621 Inside Corner
27-631 Outdide Corner
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RECOMMENDED ABRASIVE
27-914 ALUMINUM OXIDE, #60, 25 LB PAIL


